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Type d‘application

Emplacement tubes

Condition tubes

Températures

Type d‘unité et emplacement

Combustible

Taille tube

Matière tube

Information application

  Four   Chaudière   Surface de tuyau

  Radiant   Convection

  Fonctionnel (en sce)   Projet neuf

  Vertical   Horizontal

Ambiant Process

Intérieure cuve Intérieure tube

Type de capteur   V-PAD®   XTRACTO-PAD   REFRACTO-PAD   WELD-PAD

Information capteur

Numéro Tag

Emplacement sur tube

Matière protection capteur

Matière du MI câble

Longueur MI câble 
(boucles d‘expansion comprises)

Etalonnage thermocouple 

Diamètre MI câble  

Type de fixation au mur
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Notes additionnelles

Type de fixation au tube

matière de l‘attache

  Soudé   Attaché

Calculs FEA requis CONSULT ENGINEERING

WIKA Instruments 
BP 80261 Herblay
95615 Cergy Pontoise Cedex 
Tél: 0820 95 10 10 (0,15€/mn)
Email: info@wika.fr 
www.wika.fr


	Company 2: 
	Name 2: 
	Department 2: 
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	Date 2: 
	Phone 2: 
	Mobile 2: 
	Fax 2: 
	Mail 2: 
	Unit type and location: 
	Fuel source: 
	Tube size: 
	Tube material: 
	Type of application: Off
	Location of tubes: Off
	Condition of tubes: Off
	Tube material2: Off
	Temperatures: 
	Temperatures3: 
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	Temperatures4: 
	Type of sensor: Off
	Tag number: 
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	Sensor pad material: 
	Material of MI cable: 
	MI cable length: 
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	Style of attachment to wall: []
	Additional notes 2: 
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	Additional notes 7: 
	Strap material: 
	Style of attachment to tube: Off


